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Maintenance Tips
Pivots & Pivot Sets

Maintenance Tips

1) Vertical height adjustment

Check the clearance between bottom of the door and the floor. The door should not be dragging on the floor. If the door needs to 
be raised to provide clearance, shims can be inserted at the bottom to accomplish this.

	 For most OFFSET applications, 1/16" shims can be added without removing the door. Remember that the weight of the 		
	 door must bear on the bottom arm, not on the intermediate pivot (if used).

	 1)	 Loosen the ARM LOCKING SCREW on the offset bottom arm.

	 2)	 Raise the door by lifting the bottom of the door with a crowbar (or by removing the cover cap on the intermediate 		
		  pivot and turning the pivot pin screw clockwise).

	 3)	 While the door is held in the raised position, insert the required quantity of shims (P/N 275065) directly beneath the 		
		  bottom arm.

	 4)	 Relieve the tension on the crowbar (or intermediate pivot) and allow the bottom arm to carry the entire weight of 
		  the door.

	 5)	 Re-tighten the ARM LOCKING SCREW.

TURN PIVOT PIN
SCREW CLOCKWISE
TO RAISE DOOR.

INSERT SHIM
BENEATH ARM
KNUCKLE.



In USA: (800) 457-5670  or  www.rixson.com                                         In Canada: (800) 461-3007  or  www.assaabloy.ca                                              7/10
13

Maintenance Tips
Pivots & Pivot Sets

Maintenance Tips

2) Removing a door from a pivot

Before demounting the door, it is helpful to turn the closing speed valve down to its slowest setting (do not force). This will 
prevent the closer spindle from turning too quickly while the door is being removed.

OFFSET HUNG APPLICATIONS

Offset hung doors will usually allow the door to be lifted off the closer spindle without interference from the frame.

	 1)	 Open the door slightly.

	 2)	 Remove the screws from the FRAME PORTION of the intermediate pivot(s).

	 3)	 Remove the cover cap(s) from the knuckle of the TOP PIVOT to access the top pivot pin. (If the pin is held in place by a 	
		  set screw, loosen the set screw.)

	 4)	 While the door is being held, remove top pivot pin and allow door to lean toward you until the door can be lifted 	
		  straight up. (Intermediate pivot frame portion should fall out at this point.)

	 5)	 Lift door (with bottom arm and door portions of intermediate and/or top pivot still attached to door) off 
		  closer spindle.
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http://www.capitolcitydoorinc.com
http://www.argens.com
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http://www.door-man.net
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